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1
AUTOMATED CONFERENCING SYSTEM
AND METHOD

PRIORITY

This application claims priority to U.S. Provisional Appli-
cation No. 61/691,160, filed Aug. 20, 2012 and entitled Auto-
mated Conferencing System and Method, which is incorpo-
rated by reference in its entirety herein.

FIELD OF THE INVENTION

The present invention relates to automated conference
calls. In particular, but not by way of limitation, the present
invention relates to a device, method, and storage medium to
efficiently and effectively connect a conference call partici-
pant to a conference call via a computing device.

BACKGROUND OF THE INVENTION

Conference calls are frequently used to communicate ideas
to a group of people located in different locations. In order to
join a conference call, a person may need to use a communi-
cation device to call a phone number, enter one or more
passwords (e.g. “codes” or “pins”), and state his or her name
prior to joining the call. Therefore, multiple pieces of infor-
mation may be required to access the call. Entering such
information can often be tedious and cumbersome to partici-
pants. For example, when traveling, a participant may need to
join a conference call during the time that the person is not
located at an office and therefore a mobile computing device
may be used to access the conference. In such case, the person
may also be performing a separate function such as, but not
limited to, driving a car or catching a flight. Furthermore, time
may be of the essence in connecting to the call. Therefore, a
person may not have the ability to access the multiple pieces
of information and subsequently enter the multiple pieces of
information correctly in order to quickly join the call. Fur-
thermore, if the information is saved or entered incorrectly,
obtaining and/or entering the proper information may waste
valuable time for the person trying to enter the call as well as
the participants waiting for everyone to join and provide input
on the topic being covered during the conference call.

SUMMARY OF THE INVENTION

In order to provide an effective and efficient way for per-
sons to enter conference calls from computing devices, a
device, system, and method were developed to automatically
connect a person to a desired conference at a desired time.

One embodiment of the invention comprises a method of
connecting a computing device to a conference. One such
method comprises finding one or more potential dial-in num-
bers and looking up the one or more potential dial-in numbers
in at least one database. The method may then comprise using
one of the potential dial-in numbers to access a conference
reception zone when the one of the potential dial-in numbers
is found in the at least one database. Alternatively, when the
one or more potential dial-in numbers are not found in the at
least one database, the method may comprise, attempting to
access the conference reception zone with the one or more
potential dial-in numbers. A conference pin number may be
obtained and it may be determined whether one or more
additional conference pin numbers are associated with the
one or more potential dial-in numbers. The method may fur-
ther comprise assigning the conference pin number a confi-
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dence level, entering the conference pin number in the con-
ference reception zone; and accessing the conference.

Another embodiment of the invention comprises a comput-
ing device conference connection system. One computing
device conference connection systems comprises a comput-
ing device comprising one or more features adapted to auto-
matically connect the computing device to a conference call
at a conference call start time. The computing device further
comprises at least one database comprising a plurality of
known dial-in numbers.

Yet another embodiment of the invention comprises a non-
transitory, tangible computer-readable storage medium,
encoded with processor readable instructions to perform a
method of connecting a computing device to a conference.
One such method comprises finding a conference dial-in
number by at least one of, locating one or more numerical
patterns in a calendar event, taking into account a computing
device location, and filtering from the dial-in number at least
one of, text, one or more symbols, and one or more numbers.
The method may further comprise determining if the dial-in
number is located in one or more databases, accessing the
conference with one of the potential dial-in numbers when the
one of the potential dial-in numbers is found in the at least one
database, and obtaining a conference pin number. The con-
ference pin number may be obtained by at least one of, locat-
ing one or more numerical patterns in a calendar event, taking
into account a computing device location, and filtering from
the conference pin number at least one of, text, one or more
symbols, and one or more numbers. The method may then
comprise assigning the conference pin number a confidence
level, and joining the conference.

Tustrative embodiments of the present invention that are
shown in the drawings are summarized herein. These and
other embodiments are more fully described in the Detailed
Description section. Itis to be understood, however, that there
is no intention to limit the invention to the forms described in
this Summary of the Invention or in the Detailed Description.
One skilled in the art can recognize that there are numerous
modifications, equivalents, and alternative constructions that
fall within the spirit and scope ofthe invention as expressed in
the claims.

BRIEF DESCRIPTION ON THE DRAWINGS

Various objects and advantages and a more complete
understanding of the present invention are apparent and more
readily appreciated by reference to the following Detailed
Description and to the appended claims when taken in con-
junction with the accompanying Drawings, where like or
similar elements are designated with identical reference
numerals throughout the several views and wherein:

FIG. 1 depicts a launch screen according to one embodi-
ment of the invention;

FIG. 2 depicts a registration screen according to one
embodiment of the invention;

FIG. 3 depicts a registration screen according to one
embodiment of the invention;

FIG. 4 depicts a create event screen according to one
embodiment of the invention;

FIG. 5 depicts a conference request screen according to one
embodiment of the invention;

FIG. 6A depicts a method of connecting a computing
device to a conference according to one embodiment of the
invention;

FIG. 6B depicts a computing system according to one
embodiment of the invention;
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FIG. 7 depicts a user interface according to one embodi-
ment of the invention;

FIG. 8 depicts a conference call screen according to one
embodiment of the invention;

FIG. 9 depicts a host screen according to one embodiment
of the invention;

FIG. 10 depicts a confirmation screen according to one
embodiment of the invention;

FIG. 11 depicts a confirmation screen according to one
embodiment of the invention;

FIGS. 12A-12C depict call edit screens according to one
embodiment of the invention; and

FIG. 13 depicts a method of connecting a computing
device to a conference according to one embodiment of the
invention.

DETAILED DESCRIPTION

In order to accurately and efficiently enable a conference
call participant to join a conference call, a mobile computing
device software application may be employed. The term
“application” may be used herein to describe processor read-
able instructions to perform a method which are encoded on
a non-transitory, tangible computer-readable storage
medium. One such method comprises a method connecting a
computing device to a conference. It is contemplated that the
term “conference call” may also be referred to throughout the
application as a “conference,” and vice versa.

In one embodiment, a user may download an application to
a mobile computing device. Seen in FIG. 6B is a block dia-
gram comprising a mobile computing device, described in
detail below. Although the term mobile computing device
may be used throughout the specification, embodiments of
the invention may operate similarly with a desktop computing
device or any other computing device type. The application
may be stored on a storage device 630 and/or memory 610
and may access one or more pre-existing calendars, contacts
and/or location services also stored on the device 600 or
remotely stored in order to connect the mobile computing
device 600 to a conference call.

Seenin FIG. 1 is one example of a launch screen 102 for an
application comprising a service and/or product that may be
employed to connect the mobile computing device 600 to a
conference call. As seen in the launch screen 102, one
embodiment of the invention may comprise a user interface
104 adapted to display past, on-going, and future conference
calls, providing the user with the ability to comment and/or
rate the call. FIG. 7 also shows the user interface 704 screen
seen in FIG. 1. Call participants may be listed and/or con-
tacted through the user interface 104, 704.

Also shown in FIG. 1 is a conference call screen 106 which
may either be automatically displayed to a user at a predeter-
mined time or may be manually launched by a user. Notifi-
cation may also be given for manual dialing as well. FIG. 8
also shows the conference call screen 806. Such a conference
call screen 106, 806 may enable a mobile computing device
user to join a selected conference call by only clicking a single
soft-button on the screen 106 displayed on a computing
device touchscreen. For example, a user may be automati-
cally connected to a conference by selecting the “join” button
807 seen in the conference call screen 806 of FIG. 8. Addi-
tional buttons may also be pressed. The launch button 108 on
the launch screen 102 may enable a user to establish an
account and/or use a service on the application such as, but
not limited to, the user interface 704 and conference call
screen 806.
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Seen in FIG. 2 is one example of a registration screen 212
that may be displayed upon selecting the launch button 108
from FIG. 1. One registration screen 212 may be adapted for
a user to enter an email address and/or username, and a
password. Upon entering this information and selecting the
“Register” button, various application features such as, but
not limited to, the user interface 104 and conference call
screen 106 may be enabled for the user. In one embodiment,
the username/password and any other information associated
with the application such as, but not limited to, information
related to conference calls may be stored locally on the
mobile computing device, while in other embodiments at
least a portion of the information may be stored on a network/
cloud device. In either embodiment, successfully entering a
username/email and password may unlock the user interface
104 and conference call screen 106 and enable the features
associated therein.

Seen in FIG. 3 is another example of a registration screen
312 that may be displayed upon selecting the launch button
108 from FIG. 1. As seen, in one embodiment, a user may
access the application features upon signing into the applica-
tion with one or more third-party user names and passwords
such as, but not limited to a Facebook® and/or Twitter®
username/password. In one embodiment, the registration
screen 212 of FIG. 2 may be displayed upon selecting the
Sign In button 314 seen in FIG. 3. One application may be
accessed by creating an application account, which may be
comprised of entering personal information such as, but not
limited to, one or more email addresses, a name, a username,
and a password. Upon creation of the account, at least one of
the registration screens 312, 212 seen in FIGS. 2 and 3 may be
displayed, enabling the user to access the application. A ver-
bal name may also be entered or created based on the entered
name, which may be used by the application when accessing
conferences.

Upon registering and/or activating an account with the
application, and as discussed below, the application may
access at least one calendar associated with the mobile com-
puting device 600 in order to locate a conference dial-in
number and pin in a calendar entry. To help facilitate this
process, the application may receive access one or more
known patterns for finding dial-in numbers (i.e., dial-in, dial-
ins, number, numbers) and/or guest or host codes (i.e., pins),
or a list of known numbers and codes. The known patterns,
dial-ins and guest host codes may be located in one or more
received databases from a network device. Alternatively, or
additionally, known patterns, dial-ins, and codes may be
accessed via a cloud connection as calendar entries are parsed
to obtain the correct dial-in number(s) and/or host/guest
code(s). Furthermore, known patterns, dial-in numbers and/
or codes may be loaded onto the device 600 from a network
device upon registration/activation. The received patterns,
dial-in numbers and codes may be stored on the network
device and provided to the application via an APIL.

In one embodiment, about or up to 1,000,000 dial-in num-
bers may be received at the mobile computing device via a
data file from a network device. Greater or lesser amounts of
dial in numbers and storage space requirements discussed
herein for various application features are contemplated. The
dial-in numbers may comprise about 10 mb of memory on the
network device. In one such embodiment, upon an applica-
tion being installed and/or an account being activated, a net-
work device may populate a cache with known dial-in num-
bers in a time of about 10 s or less. The network device may
return known dial-in numbers from the cache in about 1 s or
less.
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On the client side, the client may retrieve the known dial-in
numbers and/or codes from the network device in is to about
10 s, depending on the network and/or bandwidth of the
connection to the network device. Upon receiving the infor-
mation, it may take about 2 s or less to save the known dial-ins
and/or codes to a local memory 610 and about 1 s or less to
load the dial-ins/codes from local memory 610. The dial-in
numbers may comprise about 3 mb of compressed data,
which may be access via HTTP retrieval. However, other
methods known in the art are contemplated as well. Upon
un-compression of the data, the dial-in numbers may com-
prise about 10 mb in local mobile computing device storage
630.

Information associated with and/or included within at least
one accessed mobile computing device calendars may popu-
late a calendar feature in the application. Such information
may comprise conference call information such as, but not
limited to, at least one telephone number and pin number
associated with the call. Alternatively, a user may manually
enter conference call information into the application. For
example, the create event screen 416 seen in FIG. 4 may
enable a user to enter conference call information into the
application. One or more screens may also enable

One such create event screen 416 may enable the user to
identify the user as a conference host or the organizer of the
meeting. Other screens may also, or in the alternative, provide
such enablement, or enablement described with reference to
any other screen. For example, the screens shown in FIGS.
9-11 may be used to identify a user as a guest or a host. Such
screens may be automatically populated with information
found form parsing the calendar entries, upon looking up the
found information in the database(s), and determining if the
dial-in number/codes are guest or host number/codes. A user
may also manually enter host account information in order to
enable the application to automatically detect when the useris
the host of any meeting in any calendar, and thus dial the user
into the meeting as the host instead as a guest. For some
conferences, connecting a user as a host may require a difter-
ent connecting sequence/information than if the user were to
be connected as a guest.

Seen in FIG. 9 is one example of a host screen 907 which
may comprise one or more pin numbers to enter in order to be
recognized as the conference host. Furthermore, FIG. 10
shows a confirmation screen 1010 which enables a user to
identify if the user should be dialed into an identified confer-
ence/phone number as a guest or a host and allowing the user
to enter the codes to connect to the conference as each type of
participant. FIG. 11 also shows the confirmation screen 1110
in a verification mode. Subsequently, when the meeting/con-
ference is identified in the calendar as a guest or a host
conference/meeting, the application will use the number(s) in
the proper guest/host section of the confirmation screen 1010
or host screen 907 to connect the user to the conference as the
proper participant type. [tis contemplated that the host dial-in
number(s) and/or codes/pin number(s) may be different than,
or the same as, the guest dial-in/pin numbers. In one embodi-
ment, the application may automatically recognize a found
dial-in number/code as a guest or host number/pin upon
accessing the one or more databases described below with
reference to FIG. 6A, and may therefore automatically con-
nect the user to the conference as the recognized host or guest.

In one embodiment, upon accessing a mobile computing
device calendar, and/or host screen 907 populating an appli-
cation calendar feature, a Conference Request Screen 518
may be displayed. In one embodiment, the Conference
Request Screen 518 may be adapted to enable a user to asso-
ciate an effective and efficient conference call connection
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service with each particular conference call. If the user
chooses to use a conference call connection service feature
for the conference call, the application will automatically
establish a connection with the conference call at the appro-
priate time listed in the calendar.

Upon establishing an event with the application, either
through the create event screen 416 or through any other
method such as, but not limited to, at least a portion of the
method described with reference to FIG. 6A adapted to auto-
matically enter information to dial, a user may implement one
or more of the call edit screens seen in FIGS. 12A, 12B and
12C to manually edit the call information.

Turning now to FIG. 13, with reference to FIG. 6A, seen is
one embodiment of a method 1300, 600' of connecting a
computing device to a conference call. The method 1300
starts at 1301 and at 1305 and 605', one method 600" may
comprise finding one or more potential dial-in numbers asso-
ciated with the number. For example, an application may be
adapted to locate a dial-in number in a mobile computing
device calendar in a third-party computing application such
as, but not limited to, an email application. Dial-in numbers
may be sought in other locations as well (email subject/body,
etc.). Although various elements in FIG. 6B are identified as
a “dial-in/extension” step, as described elsewhere, each step
handles the “dial-in” portion of each step prior to handling the
“extension” portion of the step. It is only after a dial-in num-
ber is found, for example, in at least one of steps 610, 615' and
620", and then subsequently located in a known-dial-in num-
ber database, in at least one of steps 625' 630" and 640', that
the dial-in number found in the database is searched for an
extension, at steps 627 and 647. If a the known dial-in number
in the database lists an extension as being associated with the
dial-in number, then the Y route is taken from steps 627 and
647 back to step 605", but with step 605', and any subsequent
steps, being applied for the extension instead of the dial-in
number, where appropriate. If the dial-in number is not iden-
tified in the database as having an extension associated with
the dial-in, then the process proceed to 628, 638, and 648 and
no extension is sought in the calendar entry.

Throughout the specification and claims there are refer-
ences to one or more dial-in numbers, extensions and/or pins.
It is contemplated that upon determining the final combina-
tion of a dial-in number/extension/pin, a known conference
sequence is obtained. Such a sequence may also include
additional information such as one or more symbols. For
example, the sequence may comprise a #-sign or symbols
adapted to produce a delay in the calling sequence, which
may be determined by the calendar entry, the location of the
caller, or a database entry. Therefore, upon obtaining the final
dial-in number, extension, and pin information, the dial-in
sequence is also obtained.

Various strategies (i.e., parsing logic) may be used to find
the dial-in/extension. In one embodiment, the application
may be adapted to find numerical patterns in an application
feature such as, but not limited to a calendar event. One such
embodiment may comprise finding one or more patterns in a
phone number prefix or a suffix located in the calendar event.
The physical location of the mobile computing device may be
determined and taken into account when attempting to find
the correct dial-in number. Furthermore, various symbols,
text, and/or numbers may be filtered from the calendar event
in order to obtain the proper dial-in number and/or extension.
For example, dashes and commas may be removed, as might
aleading zero or one if a string of digits is found that is longer
than ten numbers. When a user is located in a location requir-
ing special dialing rules, the location of the user may be used
to implement a local dialing number. For example, if a user is
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located in Canada, the dial-in number may be identified as a
Canadian number. In one such embodiment, a Canadian num-
ber may require a “one” to be inserted before a 10-digit dial-in
number, and the application will ensure the dial-in number
contains the “one” in the proper location. When in other
locations, upon searching the at least one database, and as
described below, only numbers identified as numbers avail-
able for that location may be searched. Furthermore, special
rules may be implemented such as, but not limited to, a search
for special specific prefixes, etc.

Use of delimiters and NPA/NXX rules may also be
employed to obtain the correct dial-in number (and pin). It is
contemplated that throughout the application, where a
description is given on a feature adapted to find a dial-in
number in a calendar event, such a feature may also be applied
to find an extension or a pin number in a calendar event, and
vice versa. NPA is the acronym for Numbering Plan Area
Code, while NXX is the acronym for Central Office (ex-
change) Code. A typical ten-digit U.S. phone number may
therefore comprise the format NPA-NXX-xxxx. One
embodiment of the invention may comprise a database having
about 500,000 valid NPA/NXX rules/prefixes for known dial-
in conference numbers. The number of rules/prefixes may be
larger when additional locations/countries are taken into
account. This database may comprise about 2.6 mb of com-
pressed data and may be bundled with the application instal-
lation. The NPA/NXX prefixes may comprise about 13.8 mb
of storage after being uncompressed.

The application may also have the ability to access a list of
known dial-in numbers and extensions. Such a list may be
located in at least one received and/or on-line database. As
seen at 1311, one method 1300 may comprise looking up the
one or more potential found dial-in numbers in the at least one
database. The found numbers may be compared to the data-
base. Looking at FIG. 6A, upon automatically locating or
manually identifying a calendar event in the application, the
location, notes, and title (i.e., subject) associated with the
calendar event may be searched for a dial in number and
extension associated with the number. As seen in step 610' of
the method 600", it is determined whether a dial-in/extension
is located in the calendar location field. If no dial-in number/
extension is found in the location field, then the method 600’
moves to step 615', which determines if a dial-in number/
extension is located in the notes section of the calendar entry.
Ifno dial-in/extension is found in the notes, the dial-in/exten-
sion is sought in the title of the calendar entry at 620'. If no
dial-in/extension is found in steps 605'-620'", then at 635', the
application may determine that the calendar entry fails to
include any conference call information. In such a case, a
notation may be associated with the calendar entry identify-
ing the entry as not a conference call entry. Atsteps 610, 615,
and 620", upon finding a dial-in number in at least one of the
location, notes and title, respectively, the location, notes and
title may be searched to determine whether an extension can
also be found.

Atsteps 625', 630", and 640, upon finding a dial-in number
in at least one of the location, notes and title, respectively, it is
then determined whether the dial-in number is located in at
least one of, at least one database associated with the appli-
cation on the mobile computing device and at least one data-
base located on one or more network/cloud devices. It may
take about 1 ms or less to look up a found dial-in number
against the known dial-in numbers in the database. If an
extension number was also found in the at least one of the
location, notes, and title, then an extension number may also
be sought in the at least one database.
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If a dial-in number/extension is found in the at least one
database at steps 625', 630" and/or 640, steps 628, 638, and
648 may be invoked, respectively. At steps 628, 638, and 648,
it is determined whether the found dial-in number/extension
comprises a dial-in number or extension that requires one or
more additional pin numbers. For example, a conference par-
ticipant (i.e., a “guest”) may need to enter two (or more)
codes/pins to enter the conference, or a host may need to enter
to enter three (or more) codes/pins. Such a conference dial-in
number/pin may be referred within the specification herein as
a 2 Guest/3 Host scenario. If the number is not identified as a
2 Guest/3 Host scenario in a database, or if the application
does not otherwise identify the number as a 2 Guest/3 Host
scenario, then the process moves towards steps 645', 655', and
665', respectively. If the number is identified as a 2 Guest/3
Host scenario in a database, then one of steps 658, 668, and
678 (respectively) is implemented. As seen in step 658, under
a2 Guest/3 Host scenario, step 688 is implemented after steps
680" and 685' if the “Y™ path is followed. In step 688, addi-
tional parsing of the calendar or other applications is per-
formed to find any additional codes, similar to the parsing
performed with reference to steps 605", 610', 615', and 620'. In
looking at step 688, when the dial-in number is determined to
be a host dial-in number which requires three codes to be
entered by the host, and the dial-in number/codes are identi-
fied in the at least one database or in the application as requir-
ing static codes/pins (i.e. do not change between meetings),
parsing logic implemented at step 688 may attempt to obtain
all three codes/pins from the host screen 907 seen in FIG. 9
and/or the application/calendar invitation from which the
conference was set up form in steps 605', 610', 615', and 620'.

Often, in searching a calendar entry, multiple telephone
numbers are found. The parsing logic described above is used
to determine which, if any, of the numbers are potential dial-
in numbers. At steps 645', 655', and 665', if one of the poten-
tial dial-in numbers is found in at least one of the databases,
the found dial-in number/extension is identified as a first valid
dial-in number/extension and the application dials the num-
ber and attempts to join the conference. At 1321, this is
identified as accessing a conference “reception zone” with
one of the potential dial-in numbers when the number is found
in a database. Such a “reception zone” is identified as a
conference dial-in location prior to entering the access code/
pin. At steps 650', 660", and 670", if a dial-in number/exten-
sion is not found in at least one of the databases, the applica-
tion uses the first dial-in number/extension found in each of
the location, notes, and title, respectively, in an attempt to
access the conference. For example, and as seen at step 1331
in FIG. 13, the conference reception zone is attempted to be
accessed with the one or more potential dial-in numbers when
the one or more numbers are not found in a database. If
multiple dial-ins/extensions are found in the calendar entry,
the application may use the dial-in/extension found in the
database, though the first number/extension listed in the cal-
endar entry and identified as a dial-in number through the
parsing logic will be used for an attempted conference con-
nection if no number is found in a database. When accessing
a conference, it is contemplated that the application may
initiate a computing device dialer or VOIP dialer to dial the
dial-in number.

Upon determining which dial-in number/extension to use,
at step 675' of FIG. 6B, a guest or host code is sought. This is
seen in FIG. 13 as obtaining a conference pin number at step
1341. The conference pin number or password may also be
referred to as a guest or host code. At 1351 is the step of
determining whether one or more additional conference pin
numbers are associated with the one or more potential dial-in
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numbers. Such a step may include the 2 Guest/3 Host scenario
described above. Parsing strategies to find one or more pin
numbers/codes may be similar to the parsing strategies imple-
mented to find the dial-in number, and vice versa. For
example, code/pin number parsing strategies may comprise
determining whether one or more of a number prefix, suffix,
delimiter, and length are associated with a rule for finding a
dial-in number/extension/pin. Such a rule may comprise find-
ing patterns in one or more of the number prefix, suffix and
delimiter to obtain the pin. In one embodiment, a patternin a
length of a prefix, suffix and delimiter may also be deter-
mined. Alternatively, parsing strategies based on proximity to
avalid dial-in number may be implemented. For example, the
application may be adapted to locate a host code (or even a
dial-in number) by identifying numerical entries placed in the
calendar event near an identified symbol, letter, or phrase. In
one such embodiment, the application may be adapted to
locate a numerical entry preceded or followed by one of the
following: x, code, /, #, No. Other terms, phrases and symbols
are contemplated. Furthermore, if one or more symbols, let-
ters, or phrases are located in one or more portions of the
calendar entry, a numerical entry associated with a symbol,
letter, or phrase nearest a selected dial-in number may be first
used as a pin in an attempt to access the conference. Such
numerical entries located near identified symbols, letters, or
phrases which are subsequently also found and in a database
may beidentified as a “high confidence” conference pin num-
ber. Numerical entries found in the calendar event which are
not subsequently found in the database may be identified as a
low confidence conference pin number. Other levels of con-
fidence are contemplated. At step 1361, a pin number is
assigned a confidence level.

In one embodiment in searching the calendar entry, a first
numerical/textual/symbolic pattern that is found may com-
prise a dial-in number and a second of a found numerical/
textual/symbolic pattern may comprise a pin number. Fur-
thermore, it is contemplated that although the term “one or
more potential dial-in numbers” are used herein, upon locat-
ing one of the numbers in a database, only the found number
may be used.

At 680", if a code is found in the same field (e.g., title,
location, notes) as the dial-in number, the code may be iden-
tified as mid-level confidence pin number. Other factors may
also affect the confidence rating—Ilocation, proximity, etc.
Only pin numbers also found in the database may be assigned
the highest confidence level. When a pin number is assigned
a lowest confidence level (due to being located at a distant
proximity from the found dial-in number, or being located in
a different calendar entry section), such a pin number may not
be automatically entered by the application at the conference
reception zone. In such an embodiment, upon reaching the
zone, a user may be required to manually enter the pin num-
ber. Confidence level is helpful to identify which pin number
to use when attempting to access the conference at the recep-
tion zone when multiple access codes are found in a calendar
entry.

At 695', the dial-in number is dialed and a found high
confidence access code is automatically entered. As seen at
step 685', a code determined not to be a high-confidence code
is found and at 699', the dial-in number is dialed and the
low-confidence code is entered manually. Step 688 described
above to obtain additional access codes for a 2 Guest/3 Host
scenario may also be performed. In turning again to FIG. 13,
atstep 1371, the conference pin number may be entered in the
conference reception zone and at 1381 the conference may be
accessed. The method ends at 1391. Confidence levels may
also be assigned to a dial-in number or pin number/code may
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bebased on other factors such as, but not limited to, (a) known
(previously identified/used) numbers), (b) proximity to one or
more key words/numbers/symbols, (¢) proximity to other
conference call information such as, but not limited to, a pin
number that is within one line of a found dial-in number, and
(d) the number of digits in the dial-in number/code. The
number of confidence levels may vary, for example, depend-
ing on the number of factors taken into account to determine
the confidence level, which may vary as well. At 690", if no
code is found with either the high-confidence or low-confi-
dence method, the phone number is determined not to be a
conference dial-in, and may be assigned as a regular phone
number in a central and/or a local database. Other categories
may be given to the number such as, but not limited to, a “not
in service” number, an operator assisted conference number,
and a fax number. By such identification of found phone
numbers as non-dial-in numbers and then distributing the
identified numbers as not a dial-in number, the numbers of
false-positive dial-in numbers are decreased. In this regard,
found phone numbers identified as potential dial-in numbers
in FIG. 6A are compared to the database of numbers identi-
fied as not conference dial-in numbers. Furthermore, found
numbers are added to such a database, based on location (e.g.
a signature) in the calendar event, etc.

Updates to known dial-in numbers do not required an
application update. For example, if a dial-in number is iden-
tified as a valid conference call phone number in a central
database, the mobile device may be notified of the update on
a daily basis.

If a user is disconnected from a conference prior to the end
of'the conference, the user may be automatically reconnected
to the call. For example, if the calendar entry states that the
call will last for 1 hour and the call is disconnected after 20
minutes, the application may automatically rejoin the user to
the call. Alternatively, a user may manually rejoin the confer-
ence. Furthermore, if a user wishes to disconnect from a
conference prior to the conference end time, the user may
choose not to rejoin the conference. A user may join and
rejoin a conference at any time and multiple number of times.

It is contemplated that the network device may provide
updates to the application related to dial-in patterns, code
patterns, or known dial-in numbers. The network device may
provide updates via one or more new application versions
comprising new rules and/or priorities regarding how patterns
and known dial-in numbers are implemented by the applica-
tion to find and/or validate codes and dial-in numbers. Addi-
tional event data may also be used in updates or otherwise to
make decisions regarding the dial-in numbers and/or codes.
Updates may further include modification of the NPA/NXX
prefixes. The information on the network device and/or
mobile computing device may be stored in a database format.

In addition to the above embodiments disclosing automati-
cally connecting a user to a conference call comprising a
teleconference (i.e., voice), one embodiment of the invention
may also comprise automatically connecting a user to a data
conference. One type of data conference may comprise a
Voice-over-Internet-Protocol, or a VoIP call. Other data con-
ferencing embodiments may comprise video-conferencing or
data-sharing conferences. One type of data-sharing confer-
ence may comprise file sharing such as, but not limited to,
sharing of one or more presentation materials or documents.

In one embodiment, the application may parse calendar
invites or other information to recognize video conference
call formats such as, but not limited to, Skype® or Face-
Time® call formats. If a format is recognized, a user is pre-
sented with the recognized joinicon (e.g. Skype of FaceTime)
for that particular meeting. If a user chooses to join the meet-
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ing, the corresponding application will be automatically
opened, the information found in the calendar invite will be
inserted into the application, and the user will be connected
through the application.

Specific URLs may also be identified as a dial-in number
for on-line meetings, which then be placed in the dial-in
number location within the application in a manner similar to
the ten-digit number described with reference to FIG. 6A.
On-line meetings such as, but not limited to, Webex®,
GoToMeeting®, and Google Hangouts® may be connected
under this option. However, other on-line meetings and ser-
vices may be supported. If a user chooses to join an online
meeting, the application will trigger the corresponding online
application such as Webex® to be opened automatically and
will automatically insert the found codes and dial-in informa-
tion into the application in order to automatically join the
meeting, so long as the application is already installed on the
computing device. It is to be appreciated that not all URLs
will be considered as an address for an online meeting, with
non-address false-positive URLs being filtered out by the
system. One way to filter out URLSs is to ensure that the URL
contains a minimum set of information before it is considered
to be an online meeting URL.

It is contemplated that any aspect of a data conference or
multiple aspects of a data conference may be employed sub-
stantially simultaneously as a voice conference. For example,
a user may employ a file sharing application during a phone
conference. One file sharing application may enable one or
more users to modify the file selected for sharing.

When a data conference is involved, in one embodiment, a
data connection to a network server may be established. For
example, a network server may receive requests to join a data
portion of a conference from one or more users and subse-
quently provide the information shared between the users.
Substantially simultaneously, a teleconference may occur
through a network other than the data network. Or, the tele-
conference may also occur through the data network via a
VoIP teleconference.

FIG. 6B below shows a diagrammatic representation of
one embodiment of a machine in the exemplary form of a
computer system 600 within which a set of instructions for
causing a device to perform any one or more of the aspects
and/or methodologies of the present disclosure to be
executed. The elements identified by the reference numerals
associated with FIG. 6B are different from the elements iden-
tified by the reference numerals associated with FIG. 6A and
are differentiated from the FIG. 6A clements by FIG. 6A
using a prime value (“*”) with each of the reference numerals,
and FIG. 6B not using a prime value.

In FIG. 6B, Computer system 600 includes a processor 605
and a memory 610 that communicate with each other, and
with other components, via a bus 615. Bus 615 may include
any of several types of bus structures including, but not lim-
ited to, a memory bus, a memory controller, a peripheral bus,
a local bus, and any combinations thereof, using any of a
variety of bus architectures.

Memory 610 may include various components (e.g.,
machine readable media) including, but not limited to, a
random access memory component (e.g., a static RAM
“SRAM”, a dynamic RAM “DRAM, etc.), a read only com-
ponent, and any combinations thereof. In one example, a
basic input/output system 620 (BIOS), including basic rou-
tines that help to transfer information between elements
within computer system 600, such as during start-up, may be
stored in memory 610. Memory 610 may also include (e.g.,
stored on one or more machine-readable media) instructions
(e.g., software) 625 embodying any one or more of the aspects
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and/or methodologies of the present disclosure. In another
example, memory 610 may further include any number of
program modules including, but not limited to, an operating
system, one or more application programs, other program
modules, program data, and any combinations thereof.

Computer system 600 may also include a storage device
630. Examples of a storage device (e.g., storage device 630)
include, but are not limited to, a hard disk drive for reading
from and/or writing to a hard disk, a magnetic disk drive for
reading from and/or writing to a removable magnetic disk, an
optical disk drive for reading from and/or writing to an optical
media (e.g., aCD, a DVD, etc.), a solid-state memory device,
and any combinations thereof. Storage device 630 may be
connected to bus 615 by an appropriate interface (not shown).
Example interfaces include, but are not limited to, SCSI,
advanced technology attachment (ATA), serial ATA, univer-
sal serial bus (USB), IEEE 1394 (FIREWIRE), and any com-
binations thereof. In one example, storage device 630 may be
removably interfaced with computer system 600 (e.g., via an
external port connector (not shown)). Particularly, storage
device 630 and an associated machine-readable medium 635
may provide nonvolatile and/or volatile storage of machine-
readable instructions, data structures, program modules, and/
or other data for computer system 600. In one example, soft-
ware 625 may reside, completely or partially, within
machine-readable medium 635. In another example, software
625 may reside, completely or partially, within processor 605.
Computer system 600 may also include an input device 640.
In one example, a user of computer system 600 may enter
commands and/or other information into computer system
600 via input device 640. Examples of an input device 640
include, but are not limited to, an alpha-numeric input device
(e.g., akeyboard), a pointing device, a joystick, a gamepad, an
audio input device (e.g., a microphone, a voice response
system, etc.), a cursor control device (e.g., a mouse), a touch-
pad, an optical scanner, a video capture device (e.g., a still
camera, a video camera), touchscreen, and any combinations
thereof. Input device 640 may be interfaced to bus 615 via any
of a variety of interfaces (not shown) including, but not lim-
ited to, a serial interface, a parallel interface, a game port, a
USB interface, a FIREWIRE interface, a direct interface to
bus 615, and any combinations thereof.

A user may also input commands and/or other information
to computer system 600 via storage device 630 (e.g., a remov-
able disk drive, a flash drive, etc.) and/or a network interface
device 645. A network interface device, such as network
interface device 645 may be utilized for connecting computer
system 600 to one or more of a variety of networks, such as
network 650, and one or more remote devices 655 connected
thereto. Examples of a network interface device include, but
are not limited to, a network interface card, a modem, and any
combination thereof. Examples of a network or network seg-
ment include, but are not limited to, a wide area network (e.g.,
the Internet, an enterprise network), a local area network
(e.g., a network associated with an office, a building, a cam-
pus or other relatively small geographic space), a telephone
network, a direct connection between two computing devices,
and any combinations thereof. A network, such as network
650, may employ a wired and/or a wireless mode of commu-
nication. In general, any network topology may be used.
Information (e.g., data, software 625, etc.) may be commu-
nicated to and/or from computer system 600 via network
interface device 645.

Computer system 600 may further include a video display
adapter 660 for communicating a displayable image to a
display device, such as display device 665. A display device
may beutilized to display the various screens discussed above
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with reference to the figures. Examples of a display device
include, but are not limited to, a liquid crystal display (LCD),
a cathode ray tube (CRT), a plasma display, and any combi-
nations thereof. In addition to a display device, a computer
system 600 may include one or more other peripheral output
devices including, but not limited to, an audio speaker, a
printer, and any combinations thereof. Such peripheral output
devices may be connected to bus 615 via a peripheral inter-
face 670. Examples of a peripheral interface include, but are
not limited to, a serial port, a USB connection, a FIREWIRE
connection, a parallel connection, and any combinations
thereof. In one example an audio device may provide audio
related to data of computer system 600 (e.g., data represent-
ing an indicator related to joining and/or disconnecting from
a conference).

A digitizer (not shown) and an accompanying stylus, if
needed, may be included in order to digitally capture frechand
input. A pen digitizer may be separately configured or coex-
tensive with a display area of display device 665. Accord-
ingly, a digitizer may be integrated with display device 665, or
may exist as a separate device overlaying or otherwise
appended to display device 665.

Those skilled in the art can readily recognize that numer-
ous variations and substitutions may be made in the invention,
its use and its configuration to achieve substantially the same
results as achieved by the embodiments described herein.
Accordingly, there is no intention to limit the invention to the
disclosed exemplary forms. Many variations, modifications
and alternative constructions fall within the scope and spirit
of the disclosed invention as expressed in the claims.

What is claimed is:

1. A method of connecting a mobile device to a conference,
comprising:

finding a potential dial-in number in a first application on

the mobile device utilizing a second application on the
mobile device;

determining whether the potential dial-in number is a dial-

in number in a database;

accessing or attempting to access a conference reception

zone with the potential dial-in number based at least in
part on whether the potential dial-in number is deter-
mined to be a dial-in number in the database;

obtaining a potential conference pin number from the first

application on the mobile device utilizing the second
application on the mobile device;

assigning the potential conference pin number a confi-

dence level based at least in part on a location of the
potential conference pin number with respect to the
potential dial-in number;

entering the conference pin number in the conference

reception zone; and

accessing the conference.

2. The method of claim 1, further comprising,

finding at least one extension in the first application on the

mobile device utilizing the second application on the
mobile device;

determining that the at least one extension is in the data-

base; and

determining whether one or more additional pins are asso-

ciated with the at least one extension.

3. The method of claim 1, wherein the first application on
the mobile device comprises a calendar application, wherein
finding the potential dial-in number in the first application on
the mobile device utilizing the second application on the
mobile device comprises:

locating the potential dial-in number in at least one of a

location section, notes section, or title section of a cal-
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endar entry in the calendar application automatically
with the second application on the mobile device; and

wherein obtaining the potential conference pin number
comprises:

locating the potential conference pin number in at least one

of a location section, notes section, or title section of'the
calendar entry in the calendar application automatically
with the second application on the mobile device.

4. The method of claim 1 wherein finding the potential
dial-in number and obtaining the potential conference pin
number comprise at least one of: finding a numerical pattern
in a feature of the first application, determining a location of
the numerical pattern in the feature of the first application,
determining that the numerical pattern is located proximal to
one or more identifiers, using a location of the mobile device,
or filtering out text, symbols, or numbers, or any combination
thereof.

5. The method of claim 4 wherein the first application
comprises a calendar and the feature of the first application
comprises a calendar event, wherein the numerical pattern
comprises a pattern in a prefix, suffix, or delimiter of the
potential dial-in number, and wherein the one or more iden-
tifiers comprise at least one of a key word, a key number, or a
key symbol, or any combination thereof.

6. The method of claim 1 wherein the database comprises
a plurality of NPA/NXX rules and prefixes and a plurality of
conference dial-in numbers and extensions.

7. The method of claim 1, further comprising:

determining whether one or more additional conference

pin numbers are associated with the potential dial-in
number by locating the one or more additional confer-
ence pin numbers in at least one of the location section,
notes section, or title section of a calendar feature of the
of'the first application, wherein locating the one or more
additional conference pin numbers comprises at least
one of finding a numerical pattern, using a location of the
mobile device, or filtering out text, symbols, or numbers,
or any combination thereof.

8. An apparatus for connecting a mobile device to a con-
ference, comprising:

a processor;

memory in electronic communication with the processor;

and

instructions stored in the memory, the instructions execut-

able by the processor to cause the apparatus to:

find a potential dial-in number in a first application on
the mobile device utilizing a second application on the
mobile device;

determine whether the potential dial-in number is a dial-
in number in a database;

access or attempt to access a conference reception zone
with the potential dial-in number based at least in part
on whether the potential dial-in number is determined
to be a dial-in number in the database;

obtain a potential conference pin number from the first
application on the mobile device utilizing the second
application on the mobile device;

assign the potential conference pin number a confidence
level based at least in part on the a location of the
potential conference pin number with respect to the
potential dial-in number;

enter the conference pin number in the conference
reception zone; and

access the conference.

9. The apparatus of claim 8, wherein the instructions are
executable by the processor to cause the apparatus to:
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find at least one extension in the first application on the
mobile device utilizing the second application on the
mobile device;

determine that the at least one extension is in the database;

and

determine whether one or more additional pins are associ-

ated with the at least one extension.
10. The apparatus of claim 8, wherein the first application
on the mobile device comprises a calendar application, and
wherein the instructions are executable by the processor to
cause the apparatus to:
locate the potential dial-in number in at least one of a
location section, notes section, or title section of a cal-
endar entry of the calendar application automatically
with the second application on the mobile device; and

locate the potential conference pin number in at least one of
a location section, notes section, or title section of the
calendar entry in the calendar application automatically
with the second application on the mobile device.

11. The apparatus of claim 8, wherein the instructions are
executable by the processor to cause the apparatus to:

find a numerical pattern in a feature of the first application,

determine a location of the numerical pattern in the
feature of the first application, determine that the
numerical pattern is located proximal to one or more
identifiers, use a location of the mobile device, or filter
text, symbols, or numbers, or any combination thereof.

12. The apparatus of claim 11, wherein the first application
comprises a calendar and the feature of the first application
comprises a calendar event, wherein the numerical pattern
comprises a pattern in a prefix, suffix, or delimiter of the
potential dial-in number, and wherein the one or more iden-
tifiers comprise at least one of a key word, a key number, or a
key symbol, or any combination thereof.

13. The apparatus of claim 8, wherein the database com-
prises a plurality of NPA/NXX rules and prefixes and a plu-
rality of conference dial-in numbers and extensions.

14. The apparatus of claim 8, wherein the instructions are
executable by the processor to cause the apparatus to:

determine whether one or more additional conference pin

numbers are associated with the potential dial-in number
by locating the one or more additional conference pin
numbers in at least one of the location section, notes
section, or title section of a calendar feature of the first
application, wherein locating the one or more additional
conference pin numbers comprises at least one of find-
ing a numerical pattern, using a location of the mobile
device, or filtering out text, symbols, or numbers, or any
combination thereof.

15. A non-transitory computer-readable medium storing
code for connecting a mobile device to a conference, the code
comprising instructions executable to:

find a potential dial-in number in a first application on the

mobile device utilizing a second application on the
mobile device;

determine whether the potential dial-in number is a dial-in

number in a database;
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access or attempt to access a conference reception zone
with the potential dial-in number based at least in part on
whether the potential dial-in number is determined to be
a dial-in number in the database;

5 obtain a potential conference pin number from the first
application on the mobile device utilizing the second
application on the mobile device;

assign the potential conference pin number a confidence

level based at least in part on the a location of the poten-
tial conference pin number with respect to the potential
dial-in number;

enter the conference pin number in the conference recep-

tion zone; and

access the conference.

16. The non-transitory computer-readable medium of
claim 15, wherein the instructions are executable to:

find at least one extension in the first application on the

mobile device utilizing the second application on the
mobile device;

determine that the at least one extension is in the database;

and

determine whether one or more additional pins are associ-

ated with the at least one extension.
17. The non-transitory computer-readable medium of
claim 15, wherein the first application on the mobile device
comprises a calendar application, and wherein the instruc-
tions are executable to:
locate the potential dial-in number in at least one of a
location section, notes section, or title section of a cal-
endar entry of the calendar application automatically
with the second application on the mobile device; and

locate the potential conference pin number in at least one of
a location section, notes section, or title section of the
calendar entry in the calendar application automatically
with the second application on the mobile device.

18. The non-transitory computer-readable medium of
claim 15, wherein the instructions are executable to:

find a numerical pattern in a feature of the first application,

determine a location of the numerical pattern in the
feature of the first application, determine that the
numerical pattern is located proximal to one or more
identifiers, use a location of the mobile device, or filter
text, symbols, or numbers, or any combination thereof.

19. The non-transitory computer-readable medium of
claim 18, wherein the first application comprises a calendar
and the feature of the first application comprises a calendar
event, wherein the numerical pattern comprises a patternin a
prefix, suffix, or delimiter of the potential dial-in number, and
wherein the one or more identifiers comprise at least one of a
key word, a key number, or a key symbol, or any combination
thereof.

20. The non-transitory computer-readable medium of
claim 15, wherein the database comprises a plurality of NPA/
NXX rules and prefixes and a plurality of conference dial-in
numbers and extensions, or a combination thereof.
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